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PROCEDURE FOR CHANGING BRIGHTNESS AND CONTRAST OF PROJECTOR FOR

3DLPRINTER-HD, 3DLPRINTER-HD 2.0 AND 3DLPRINTER-HD 2.0+

WARNING: The operation is not trivial, you are likely to modify some parameters other than
those desired, for this reason you are advised to take great care in the steps to be performed.

- FOR THE DETAILED INSTRUCTIONS OF THE PROJECTOR REFER TO MANUAL "H6510BD_USER-
GUIDE" AVAILABLE IN THE DVD SUPPLIED WITH THE PRINTER.

- FOR THE DETAILED INSTRUCTIONS OF THE PRINTER REFER TO MANUAL "INSTRUCTIONS FOR
INSTALLATION, USE AND MAINTENANCE" AVAILABLE IN THE DVD SUPPLIED WITH THE
PRINTER.

Procedure:

1) Remove the front panel of the printer (section "16.1 FRONT PANEL REMOVAL" of Printer Manual).
2) Turn on the printer.

3) Start the "Printer3DLP" management program.

4) Place a sheet of paper in the resin vat.

5) From "Service" folder of the "Printer3DLP" management program, press the button "Shutter Open".

CAUTION: before performing the following steps is important you become familiar with the instructions to change
'Brightness' and 'Contrast' contained in the manual of the projector.

6) Using the remote control (see page 5 of Projector Manual - referring to H6510BD model) turn on the projector (see
page 10 of Projector Manual), you will hear an audible 'beep’, wait for the projector lamp is lit.

7) For the menu to changing the brightness and contrast we refer to from page 23 of Projector Manual see in the
specific page 25 (referring to H6510BD model).

Set the brightness to 100 and contrast to 70 to heights of Z from Omm to 15mm.
Set the brightness to 70 and contrast to 60 to heights of Z from 16mm to 40mm.
Set the brightness to 50 and contrast to 50 to heights of Z from 41mm to 150mm.

8) Turn off the projector (see page 11 of Projector Manual)

9) From "Service" folder of the "Printer3DLP" management program, press the button "Shutter Close"

10) Perform the centering and the lens focus (see section 16.3 ADJUSTING THE FOCUS of Printer Manual).
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